E1-1638 Signature Handle Kit

New handle that is offered to
replace the bulky, older pull
handle kit. It's a traditional
sliding patio handle. It is the
Amesbury Truth Signature 40.90
Series handle set.

For YSD 600 T/TH only.

Material Finishes
Steel 335 Black, 714 White
& 619 Satin Nickel
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H-1342 Pull Handle Kit

17 diameter aluminum pull
handles. Attached through the
door by shoulder bolts. Exterior
pull is attached with set screws
and interior pull is threaded to
accept shoulder bolt.

For YSD 700/H only.

Finishes
628 Clear & 335 Black

Material
Aluminum

YSD 600 T/TH & YSD 700/H

E1-1639 Contemporary Handle Kit

New handle that is offered to
replace the bulky, older pull
handle kit. It's a traditional
sliding patio handle. It is the
Amesbury Truth Mid Contemporary
40.69 Series handle set.

For YSD 600 T/TH only.

Finishes

335 Black, 714 White
& 619 Satin Nickel

Material
Steel

3K1-1234 Recessed Handle

Recessed handle with a painted
finish for exterior of lock stile,
all stainless steel. Used with a

thumbturn assembly on the interior.

Not available for Low Sill,
only for Standard Sill.

Finishes
628 Clear & 335 Black

Material
Steel

Standard Balcony Sliding Door Handles

E1-1640 Blade Handle Kit

New extruded profile handle part
to attach to sliding door. Used
on exterior with a thumbturn
assembly on the interior. Painted
finish to mimic the Took of the
integral pull on the profile.

For YSD 600 T/TH only.

Finishes
Clear & Black

Material

ATuminum

22-5001-02
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E1-1620 Ball Bearing Rollers

Heavy-duty adjustable rollers
equipped with full race,
permanently Tubricated ball
bearings which are Tabyrinth
shielded to resist contamination
by dust and moisture.

Material
Stainless Steel

H-4204 Thumbturn
P-48510 Trim Ring

Thumbturn cylinders are
installed on the interior to
provide easy operation of the
MS Lock Hookbolt. Trim rings
are included.

Material Finishes
Aluminum 628 Clear & 335 Black
& Brass

YSD 600 T/TH & YSD 700/H
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E2-0709 Bumper for Sill

Used to stop and control the max
opening of the operable panel of
the balcony door system. It is
fixed into the rail/sill with
fasteners to prevent opening the
door too far.

Material

EPDM Rubber
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P-2101 MS Lock Hookbolt

Adams Rite MS1853A-450 hookbolt
with a 1-1/2" backset. All
stainless steel case and a
laminated hookbolt. Inserted
into operational jamb into a
pre-fabricated hole on the door.

Material
Stainless Steel

Standard Balcony Sliding Door Hardware

E2-0705 Jamb AT Block
E3-0705 Panel AT Block

Used to stop and control the
closing of the operable panel
into the frame. Located in
the jamb/panel with fasteners,
preventing closing too hard
which can damage the door.

Material
NyTon 6 Rubber
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P-33118 Hookbholt Face Plate

Face plate for MS Lock Hookbolt.
It is installed at the jamb on
the operational side. Comes with
pre-drilled holes and fasteners
to secure the plate in place.

Finishes
628 Clear & 335 Black

Material
ATuminum
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